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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims: 
Claims 1-226. (canceled) 

Claim 227 (currently amended): An electrically operable system for use with plural containers of 
alcoholic beverage sa i d conta i nor proforab l y a bott i o , the system comprising :- 

a computer, 
and 

a) at l east f i rst and socond storage l ocat i ons each arranged to store at l east one sa i d 
conta i nor; and b) a f i rst output s i gna l usor assoc i ab l o w i th tho f i rst storage l ocat i on 
proforont i a ll y to tho oocond otorogo l ocat i on, oo i d first output s i gna l fac ili tat i ng uoor i ntoract i on - 
w i th the f i rst storage l ocat i on and sa i d f i rst output s i gna l e l ectron i ca ll y sw i tchab l e between an 
i nactive stato and at l oast one act i vo stato; and c) a socond output s i gna l usor assoc i ab l o w i th 
tho socond storage l ocat i on proforont i a ll y to tho f i rst storage l ocat i on, sa i d socond output s i gna l 
fac ili tat i ng usor i ntoract i on w i th tho socond storage l ocat i on and sa i d socond output s i gna l 
o l octron i ca ll y sw i tchab l o botwoon an i nact i vo stato and at l oast ono act i vo stato; and d) 
computer accessible memory, 

arranged to storo i nformation perta i n i ng to at l oast ono bovorago conta i nor and or bovorago 
conta i nor contents, tho stored i nformat i on proforab l y usab l o by a computer i n fac ili tat i ng 
automated operat i on of ono at l oast output s i gna l s; tho system further arranged for act i vat i ng 
and or i nact i vat i ng tho: f i rst output s i gna l proforont i a ll y to tho socond output s i gna l , and or 
socond output s i gna l proforont i a ll y to tho f i rst output s i gna l and or f i rst and socond output 
s i gna l concurrent l y 
and 

a plurality of storage locations operatively coupled to the computer, each location for storing at 
least one container of alcoholic beverage and each container of alcoholic beverage identifiable 
by one at least characteristics, 
wherein: 
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said characteristics include one at least of: name, beverage type, beverage subty pe- 
beverage variety, brand, beverage producer, beverage vineyard or container ID, 
and 

at least two containers distinct from each other by one at least said cliaracteristics are 
for stprggg gt cligtinct gtprggg locgtipng frpm gggh pthgr; 

and 

the computer controlled selective indication of one at least said storage locations from at least 
one other said storage locations bv the activation of a visible indicator proximal to the selected 
location cpmpgrgcl to png gt Igggt pf thg gdjgcgnt gtprggg Ipcgtipng, 
and 

an input for receiving information facilitating the computer determining one at least storage 

locations for said selective indication from a plurality of vacant locations. 

and 

activation of the indicator is a response to a requirement for the computer to indicate bv said 
gctivgtipn png gt Igggt ggid gtprggg Ipcgtipng fpr plgggmgnt pf g cpntgingr pf glcohplic 
beverage . 

Claim 228 (currently amended): The electrically operable system of claim 227 wherein the plural 
containers of alcoholic beverage comprise bottles of wine and said storage locations are arranged! 

a) as an array of vertically and horizontally extending receptacles each for storing a bottle of 

wine in a predominantly horizontal orientation. 

and 

for the computer controlled automated reading of identifying information from a particular 
bottle at one at least of the receptacles. 

and 

c) for associating the read ID with an electrically opgrgbig dgvicg fpr gglgctivgly highlighting thg 
receptacle storing the bottle coupled to said ID. 
as a w i no co ll ar. 

Claim 229 (canceled) 

Claim 230 (currently amended):The electrically operable system of claim 227 further arranged to be 
responsive to one at least of: 
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a) voice: 

user selection of information from an electronic display: 
c) gge Qf g touch ggngitive (Jevice- 

Claims 231 - 234 (Canceled) 

Claim 235 (currently amended) The electrically operable system of claim 334 228 wherein the 
act i vated output s i gna l selective highlighting comprises one at least of v i s i b l e li ght : 

i) visible light emitted from the associated storage location: and or 
ii) visible light arranged to illuminate part at least of the opening of and or area surrounding the 
opening of the associated storage location proforont i a ll y to the open i ng and or area surround i ng the 
opening of at l east one other storage l ocat i on . 

Claims 236 -244 (canceled) 

Claim 245 (Currently amended): The electrically operable system of claim 227 wherein user access to 
remove a stored container from and or to place a container to a storage location is restricted by an 
electrically operable barrier and preferab l y where i n sa i d barr i er i s opened in response tQ electrically 
readable information provided by a n author i zed user. 

Claims 246 - 265 (canceled) 

Claim 266 (currently amended): An electrically operable device for use with a portable container 
arranged to roco i vo a consumab l e i ngred i ent , sa i d i ngred i ent preferab l y i nc l ud i ng a bovorago, where i n 
sa i d dev i ce i s: respons i ve to i nformat i on re l ated to the amount of i ngred i ent for add i ng to the 
conta i ner, and arranged to act i vate a v i s i b l e and or aud i b l e output s i gna l re l ated to a l eve l to wh i ch to 
add sa i d i ngred i ent i n the conta i ner; and preferab l y where i n the output s i gna l i nc l udes one at l east of 
o l octron i ca ll y contro ll ed: i ) sound and or v i sua l s i gna l act i vated i n response to a we i ght of i ngredient 
added to the conta i ner; ii ) sound and or v i sua l s i gna l act i vated i n response to a pressure oxortod by a 
f l u i d i n the conta i ner; ill ) sound and or v i sua l signal activated i n rosponsc to an automat i ca ll y detected 
l eve l of i ngred i ent i n the conta i ner; i v) visib l e i nd i cator l ocatod within the conta i ner; v) v i s i b l e i nd i cator 
attached to or embedded i n the wa ll of the conta i ner; v i ) v i s i b l e i nd i cator prox i ma l to the outs i de of the 
conta i ner preferab l y arranged to be viewable through the wall of the conta i ner said device including 
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Qne at least electronic components, said cpntgingr fpr receiving gt Igggt two consgmgbig ingrg(jigntg 
fpr use in preparing a mixture, each ingredient from tlieir respective storage containers, wherein: 
a) the device: 

i) responds to information related to the amount of the first and second ingredients for 
ggg in prgpgring g mixture, 

and 

ii) is operatively coupled to computer rggdgblg mgmpry fpr gtpring infprmgtipn rglgtgd to 
one at least of the: 

mixture- 
receiving container. 

and 

iin facilitates measurement of the two ingredients by providing: a signal for measuring 
the gmpunt pf thg firgt ingrgdignt gnd g gigngi fpr mggguring thg gmpunt pf thp gpcpnd 
ingredient: 

and 

the first added of the two ingredients is for said measuring in the receiving container after 
transfer frpm the asspciated stprage cpntainer: 
and 

c) the secpnd added pf the twp ingredient is fpr said measuring in the receiving cpntainer after 
transfer from the associated storage container, said second added measuring while the 
receiving container stores the first added ingredient. 



Claim 267 (currently amended): A system comprising a computer and an electrically operable display 
attached to or arranged for attachment to a beverage drinking container, preferab l y where i n the 
conta i ner i nc l udes a g l ass, mug or cup wherein said display is arranged to provide one at least of: 
g) vertically extending and separately controllable pixels, wherein: 

pixels at a first vertical position are for association with a level for ad ding one of the 
beverage ingredientg fpr g mixed bevergge gnd pixels at a second vertical positipn 
located above the first position are for association with a level for adding another 
bevergge ingredient fpr the mixture, 
and 

the level fpr the gecpnd pf the twp ingredientg ig dependent pn the gmpunt pf the firgt pf 
the two ingredients alreadv in the container: 
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h) the result of a game of chance received bv wireless: 

c) result of a sporting game received by wireless. 

Claim 268 (currently amended): A The system comprising a computer and an electrically operable 
display of claim 267 further comprising electronics attached to the beverage container for one at least 
of: a v i s i b l o output s i gna l fac ili tat i ng preparat i on of a m i xed a l coho li c dr i nk; o l octron i ca ll y output 
i nformat i on re l ated to a cocktail, and or cockta il i ngred i ents and or cocktail m i x i ng i nstruct i ons; 
o l octronica ll y output i dent i fy i ng i nformat i on ro i atod to the consumer of a bovorago i n sa i d conta i ner, 
and or the cumu l at i ve amount of g i coho i consumod by sa i d consumer, and or the a l coho l content of a 
bovorago present l y stored i n the conta i ner; tomporaturo of a bovorago stored i n the conta i ner; 
o l octron i ca ll y gonoratod advort i somont; o l octron i ca ll y output resu l t of a gamo of chanco and or 
sport i ng gamo; an arrangomont to o l octron i ca ll y 

a) a user to place a bet^ and or 

b) a user to receive winnings^t 

Claim 269 (New): The electrically operable device of claim 266 wherein the signal for one at least of: 

a) the first added ingredient comprises a visible indicator proximal to the receiving container, 
said indicator at a computer determined vertical position related to a level in the receiving 
container for the first added ingredient; 

b) the second added ingredient comprises a visible indicator proximal to the receiving 
container, said indicator at a computer determined vertical position related to a level in the 
receiving container for the second added ingredient, said vertical position for the second added 
ingredient higher than the vertical position for the first added ingredient. 

Claim 270 (New): The electrically operable device of claim 269 wherein said visible indicator 
differentially illuminates, approximately at least, said level from a higher level of the container. 

Claim 271 (New): The electrically operable device of claim 269 wherein said visible indicator 
comprises one at least of: 

a) an indicator located within the receiving container. 
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b) attached to the wall of the container, 

c) embedded in the wall of the container, 

d) proximal to the outside of the container. 

Claim 272 (New): The electrically operable device of claim 266 wherein said measuring includes a 
length of vertically ascending separately illuminable pixels and pixels for measuring the second added 
ingredient are vertically higher than those for measuring the first added ingredient. 

Claim 273 (New): The electrically operable device of claim 266 wherein the receiving container 
related information includes one at least of: 

a) container dimension related information; 

b) container shape related information; 

c) container ID. 

Claim 274 (New): The electrically operable device of claim 266 wherein a measurement for the 
second added ingredient is dependent on a measurement for the first added ingredient. 

Claim 275 (New): The electrically operable device of claim 266 wherein a measurement for one of the 
ingredients is dependent on whether it is the first added ingredient or the second added ingredient. 

Claim 276 (New): The electrically operable device of claim 266 wherein said measuring includes 
determining one at least of: 

a) weight of at least the combined first and second ingredient, 

b) a pressure exerted by at least the combined first and second ingredient; 

c) automatically detected level of at least the combined first and second ingredient. 

Claim 277 (New): The electrically operable device of claim 276 wherein a user audible or visible signal 
indicates when a predetermined said weight, pressure or level is reached. 

Claim 278 (New): The electrically operable device of claim 266 further arranged for one at least of: 

a) determining the proximal presence or absence of the storage container for one at least of: i) 
the first ingredient, ii) the second ingredient; 

b) reading an ID from the receiving container; 
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c) receiving user determined information. 

Claim 279 (New): Tlie electrically operable device of claim 278 wherein said received includes one at 

least of: 

a) voice input, 

b) information user selected from an electronic display, 

c) information selected using a touch sensitive input, 

Claim 280 (New): The electrically operable device of claim 266 wherein said signal facilitates a user 
determining to stop adding an ingredient to the receiving container. 

Claim 281 (New): The electrically operable device of claim 266 wherein the portable container is a 
drinking glass or a cocktail shaker. 

Claim 282 (New): The electrically operable device of claim 266 wherein further coupled by wireless 
and or wire to electronics for selectively highlighting a storage containers of alcoholic beverage from a 
plurality of other storage containers of alcoholic beverage, wherein the beverage of the selectively 
highlighted storage container is for transfer to the receiving container. 

Claim 283 (New) :The electrically operable device of claim 282 wherein said selective highlighting is 
facilitated by computer processing of stored information related to one at least of type or amount of an 
alcoholic beverage in the mixture. 

Claim 284 (New): The electrically operable device of claim 282 wherein identifying information 
attached said storage containers is for computer controlled automated reading from said container 
while stored at one of said plurality of locations. 

Claim 285 (New): The electrically operable device of claim 282 wherein said selective highlighting 
comprises the selective illumination of that proximal to the storage container from one at least 
adjacent storage locations. 

Claim 286 (New): The electrically operable device of claim 266 wherein the device comprises a 
plurality of components coupled by one at least of wireless or wired. 
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Claim 287 (New): The system comprising a computer and an electrically operable display of claim 
267 wherein the display is attached to and conforms to the shape of a wall of the beverage container. 

Claim 288 (New): The system comprising a computer and an electrically operable display of claim 
267 wherein the display comprises an OLED of a plurality of pixels along the x axis and along the y 
axis. 

Claim 289 (New): The system comprising a computer and an electrically operable display of claim 288 
wherein the display is bonded to at least one of the surfaces of the container wall. 

Claim 290 (New): The system comprising a computer and an electrically operable display of claim 288 
wherein the display is fabricated within the inner and outer surface of a wall of the container. 

Claim 291 (New): The system comprising a computer and an electrically operable display of claim 
267 wherein the beverage container is a drinking glass or cocktail shaker. 

Claim 292 (New): The system comprising a computer and an electrically operable display of claim 
267 further coupled by wireless and or wire to electronics for selectively highlighting one at least 
storage containers of alcoholic beverage from a plurality of other storage containers of alcoholic 
beverage, wherein the beverage of the selectively highlighted storage container is for transfer to the 
system beverage container. 

Claim 293 (New): The electrically operable device of claim 292 wherein said selective highlighting 
comprises the selective illumination of that proximal to the storage container from one at least 
adjacent storage locations. 

Claim 294 (New): The electrically operable system of claim 227 wherein said activation depends on 

one at least of: 

a) electrically operable reading of at least one said characteristic from the container prior to 
said placement; 

b) computer processing of information related to a particular person. 
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Claim 295 (New): The electrically operable system of claim 227 wherein said activation depends on: 

a) user determination of one at least parameters for use as said received information prior to 
said placement, 

and 

b) said received information is processed to determine one at least storage locations for 
selective indication adjacent to one at least other storage locations that share one at least said 
parameters. 



Claim 296 (New): The electrically operable system of claim 295 wherein said shared parameters 
comprise one at least of: 

a) related to a particular person, 

b) time the container is for storage, 

c) type of alcoholic beverage, 

d) variety of alcoholic beverage, 

e) vintage of alcoholic beverage, 

f) brand of alcoholic beverage, 

g) one at least particular storage locations, 

h) time the container is for rotation around its long axis. 

Claim 297 (New): The electrically operable system of claim 227 further arranged for receiving one at 
least constraints affecting said selective indication of one at least storage locations. 

Claim 298 (New): The electrically operable system of claim 297 wherein said constraints are one at 
least of: 

a) dynamically modified based on one at least of: 

i) available resources; 

ii) patterns of insertion of at least one container of alcoholic beverage; 

iii) patterns of removal of at least one container of alcoholic beverage; 

iv) location of insertion of at least one container of alcoholic beverage; 

v) location of insertion of at least one container of alcoholic beverage; 

vi) a preference input by a user; 

b) user programmable. 
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Claim 299 (New): The electrically operable system of claim 297 wherein said constraints comprise 
one at least of: 

a) related to a particular person, 

b) time the container is for storage, 

c) type of alcoholic beverage, 

d) variety of alcoholic beverage, 

e) vintage of alcoholic beverage, 

f) brand of alcoholic beverage, 

g) one at least particular storage locations, 

h) time the container is for rotation around its long axis. 

Claim 300 (New): The electrically operable system of claim 227 further arranged for storing 
information related to the spatial arrangement of at least one said plurality of storage locations relative 
to at least one other of said plurality of storage locations. 

33 Claim 301 (New): The electrically operable system of claim 300 further arranged to automatically 
determine the spatial arrangement of one at least of: 

a) added storage locations 

b) current storage locations. 

Claim 302 (New): The electrically operable system of claim 227 further arranged for storing 
information information related to the dimensions of at least one of said containers of alcoholic 
beverage and for relating this information to one at least of: 

a) information related to the dimensions of one at least said plurality of storage locations; 

b) spatial arrangement of one at least said plurality of storage locations relative to at least one 
other of said plurality of storage locations. 

Claim 303 (New): The electrically operable system of claim 227 further comprising an electronic 
display of a plurality of horizontally and vertically arranged pixels for showing a graphical 
representation of the spatial relationship of one at least of said plurality of storage locations from at 
least one other of said plurality. 

Claim 304 (New): The electrically operable system of claim 303 wherein said representation of a 
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storage location is proximately coupled to information about said characteristics for a container at the 
storage location. 

Claim 305 (New): The electrically operable system of claim 227 further arranged for the computer 
controlled automated reading of identifying information from a container stored at one of said plurality 
of storage locations. 

Claim 306 (New): The electrically operable system of claim 305 further arranged to automatically 
associate the read identifying information with information for causing the selective indication of the 
storage location for said container. 

Claim 307 (New): The electrically operable system of claim 305 further arranged to automatically 
associate information for causing the selective indication of the storage location for the container with 
part at least of said characteristics information for the container. 

Claim 308 (New): The electrically operable system of claim 227 wherein said containers are sealed 
containers. 

Claim 309 (New): The electrically operable system of claim 227 wherein the containers are manually 
placed at a storage location and manually removed from the storage location for subsequent use. 

Claim 310 (New): The electrically operable system of claim 227 further arranged to respond to an 
electrically operable device that includes a mobile telephone. 

Claim 311 (New): The electrically operable system of claim 227 wherein said activation is for 
indicating the return location of the container previously removed in response to the selective 
highlighting of said container by proximal illumination from one at least adjacent containers. 

Claim 312 (New): The electrically operable system of claim 311 wherein said removal is for adding the 
stored ingredient to a container for preparing a mixed beverage that includes said ingredient. 

Claim 313 (New): The electrically operable system of claim 227 wherein said requirement for the 
computer to activate the indicator is a result of computer controlled rearranging of the location of a 
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stored container. 



Claim 314 (New): An electrically operable system for use with plural containers of alcoholic beverage, 
the system comprising :- 

a computer, 

and 

memory storage accessible by the computer, 
and 

a plurality of storage locations operatively coupled to the computer, each location for storing at 
least one container of alcoholic beverage and each container of alcoholic beverage identifiable 
by one at least characteristics, 

wherein: 

said characteristics include one at least of: name, beverage type, beverage subtype, 
beverage variety, brand, beverage producer, beverage vineyard or container ID, 
and 

at least two containers distinct from each other by one at least said characteristics are 
for storage at distinct storage locations from each other; 

and 

the computer controlled selective indication of one at least said storage locations from at least 
one other said storage locations by the activation of a visible indicator proximal to the selected 
location compared to one at least of the adjacent storage locations, 
and 

an input for receiving information facilitating the computer determining one at least storage 

locations for said selective indication, 

and 

activation of the indicator is a response to a requirement for the computer to indicate by said 
activation one at least said storage locations presently storing a container of alcoholic 
beverage, wherein computer determination of said storage locations depends on user 
determination of at least one said characteristic for use as said received information. 



Claim 315 (New): The electrically operable system of claim 314 further arranged for the computer 
controlled automated reading of identifying information from a container when the container is stored 
at one of the storage locations. 
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Claim 317 (New): The electrically operable system of claim 315 further arranged for automatically 
associating the read identifying information with information for causing the selective indication of the 

storage location for said container. 

Claim 318 (New): The electrically operable system of claim 314 further arranged to automatically 
associate information for causing the selective indication of the storage location for the container with 
part at least of said characteristics information for the container. 

Claim 319 (New): The electrically operable system of claim 320 further arranged for concurrent use by 
a plurality of persons including at least a first and second person, said use including: 

activation of a first said indicator distinctly targeted for the first said person from the 

second person, 

and 

activation of a second said indicator distinctly targeted for the second person from the 
first person. 

Claim 320 (New): The electrically operable system of claim 319 wherein said distinct targeting 
includes use of a first color for the first person and a second color for the second person, wherein the 
first color is different from the second color. 

Claim 321 (New): The electrically operable system of claim 319 further arranged for a user to 
determine their distinct signal. 

Claim 322 (New): The electrically operable system of claim 314 further arranged for concurrent 
preparation of a plurality of mixed alcoholic beverages, said preparation including: activation of the 
first indicator for distinct association with the first mixed beverage from the second mixed beverage 
and activation of the second indicator for distinct association with the second mixed beverage from the 
first mixed beverage. 

Claim 323 (New): The electrically operable system of claim 322 further arranged for a user to 
determine which distinct signal is associated with which mixed beverage. 



15 



Application Number 10/598,833 
Amdt. Dated January 20* 2010 
Reply to Office Action of July 20 2009 

Claim 324 (New): The electrically operable system of claim 314 further arranged for concurrent 
activation of a plurality indicators for selectively indicating a group of storage locations each storing a 
common said characteristic with other members of the group. 

Claim 325 (New): The electrically operable system of claim 314 further arranged for concurrent 
activation of a plurality of indicators for selectively indicating a plurality of storage locations wherein: 

a) a first of said indicated plurality stores a container with a said characteristic distinct from a 
container stored at a second of said indicated plurality, 

and 

b) the indicator for the first storage location is associable with a distinct signal for distinguishing 
it from the indicator for the second storage location, said distinction apart from a difference in 
proximity of the two indicators. 

Claim 326 (New): The electrically operable system of claim 325 wherein the first indicator is 
distinguished from the second indicator by one at least of a difference in: 

a) color, 

b) intensity, 

c) flash rate. 

Claim 337 (New): The electrically operable system of claim 314 further comprising a section indicator 
wherein activation of the section indicator is dependent on one at least associated containers 
matching part at least of said received information characteristics. 

Claim 338 (New): The electrically operable system of claim 314 wherein said requirement for the 
computer to activate the indicator is a result of computer controlled rearranging of the location of a 
stored container. 

Claim 339 (New): The electrically operable system of claim 314 wherein said containers are sealed 

containers. 

Claim 340 (New): The electrically operable system of claim 314 wherein the containers are manually 
placed at a storage location and manually removed from the storage location for subsequent use. 
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Claim 341 (New): The electrically operable system of claim 314 further arranged to respond to an 
electrically operable device that includes a mobile telephone. 

Claim 342 (New): The electrically operable system of claim 314 further comprising a plural resolution 
means. 

Claim 343 (New): The electrically operable system of claim 314 further arranged for storing 
information related to the spatial arrangement of at least one said plurality of storage locations relative 
to at least one other of said plurality of storage locations. 

Claim 344 (New): The electrically operable system of claim 343 further arranged to automatically 
determine the spatial arrangement of one at least of: 

a) added storage locations 

b) current storage locations. 

Claim 345 (New): The electrically operable system of claim 314 further arranged for storing 
information information related to the dimensions of at least one of said containers of alcoholic 
beverage and for relating this information to one at least of: 

a) information related to the dimensions of one at least said plurality of storage locations; 

b) spatial arrangement of one at least said plurality of storage locations relative to at least one 
other of said plurality of storage locations. 

Claim 346 (New): The electrically operable system of claim 314 further comprising an electronic 
display of a plurality of horizontally and vertically arranged pixels for showing a graphical 
representation of the spatial relationship of one at least of said plurality of storage locations from at 
least one other of said plurality. 

Claim 347 (New): The electrically operable system of claim 346 wherein said representation of a 
storage location is proximately coupled to information about said characteristics for a container at the 
storage location. 

Claim 348 (new): The electrically operable system of claim 314 wherein the plural containers of 
alcoholic beverage comprise bottles of wine and said storage locations are arranged: 
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a) as an array of vertically and horizontally extending receptacles each for storing a bottle of 
wine in a predominantly horizontal orientation, 

and 

b) for the computer controlled automated reading of identifying information from a particular 
bottle at one at least of the receptacles, 

and 

c) for associating the read ID with an electrically operable device for selectively highlighting the 
receptacle storing the bottle coupled to said ID. 
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